
1 2 43 5 6 7 98 10 11 12 1413 21 22 242315 16 17 1918 20

A

B

C

D

E

F

G

H

I

J

K

L

M

N

O

P

L 1

L 2

S 1 S 2

S 2

S 1

L 1

L 2

ISO
DIN/EN 13485
C E R T I F I E D

50,8 mm

5,6 mm

Barcode type (e. g. 128A / 128B / 128 C / 39)

Requirements of the label (material, resistance)

Please note: Standard barcode labels from nerbeplus,
print and glue are DMSO-resistant and can be frozen in
up to -80 °C.

Please mark the exact position of the label on the reque-
sted side of the plate (e. g. left-aligned, centered, barcode-
aligned, right-aligned, etc.)

Please provide a sample in this field for how the segmentation
and the pattern of the plain writing section should be printed.
Maximum 12 characters incl. spaces, e. g.: 123 ABC 0000

Article no.

Amount:

Customer:

Contact:

Phone:

Fax:

E-mail:

Please mark the side of the plate, on which the barcode
label should be attached.

Sequence Start: 

Sequence End:

Barcode registration receipt

Final confirmation:

Sample received and tested by: 

Date:

With the signature the customer irrevocably confirms that the label is in accordance with the specifications and that the
production shall commence upon receipt of the order.




