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Instructions on how to use our Quick Reference Charts: First, find the model number needed. After locating the
model number, find the part needed across the top. Follow it down to the model number and order that Stens part

number.
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Breaker | Battery |Magneto| Battery Coil |Regulator| Carb. Pre | Gasket | Gasket
Model |Assembly| Ignition | Ignition [ Ignition Wire | Rectifier | Repair Kit Filter | Oil Pan | Cyl. Head
M18 435-081 Note | 100-107 465-344
(18 HP) Note E
102-335
M20 435-081 Note | 100-107 465-344
(20 HP) Note E
102-335
MV16-18 435-081 Note | 100-065 465-344
(16-18 HP) Note E
100-768
MV20 435-081 Note | 100-065 465-344
(20 HP) Note E
100-768
CH5 100-107
(5 HP) Note E
CH6
(6 HP) Note E
102-343
CH11-15 055-229 435-081 100-107 465-530
(11-15 HP) Note E
102-335
CV11-14 055-229 435-081 100-941 465-530
(11-14 HP) Note E
102-418
CV11-14 055-229 435-081 100-957 465-530
(11-14 HP) Note E
100-953
Ccvis5 055-229 435-081 100-941
(15 HP) Note E
102-418
CH18-22 100-016 465-530
(18-22 HP) Note E
100-743
CH25 100-758
(25 HP) Note E
100-754
Cvis-22 100-016
(18-22 HP) Note E
100-743
Cv25 100-758
(25 HP) Note E
100-754

NOTE A: Use Stens 505-529 exhaust valve on spec suffix D models

NOTE B: For models with shallow pan, use Stens 470-336 base gasket

NOTE C: Stens 500-009 ring set is not chrome
For Kohler built carburetors, use Stens 520-213 carburetor repair kit; for Walbro built, use Stens 520-350 carburetor repair kit

NOTE D:
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) Flywheel
Gasket Valve Ring Set Rod . Overhaul
Set Exhaust | Intake Guides Chrome Std. PTO | Oil Filter Kit Model
480-069 120-345 M18
(18 HP)
480-069 120-345 M20
(20 HP)
480-069 120-345 MV16-18
(16-18 HP)
480-069 120-345 Mv20
(20 HP)
N/A N/A N/A CH5
(5 HP)
N/A N/A N/A CH6
(6 HP)
120-345 CH11-15
(11-15 HP)
120-345 Cvii-14
(11-14 HP)
120-345 Cvii-14
(11-14 HP)
120-345 Cv11-14
(11-14 HP)
N/A 120-345 Cvi5
(15 HP)
N/A N/A 120-523 CH18-22
(18-22 HP)
N/A N/A 120-523 CH25
(25 HP)
N/A N/A 120-523 CV18-22
(18-22 HP)
N/A N/A 120-523 Cvas
(25 HP)
NOTE E:  For other air filters, please refer to catalog
NOTE F:  For oversize pistons and rings and undersize rods, please refer to catalog
NOTE G:  For spec variations 1, 6, 7, 11, 12, 20, use Stens 495-067 oil seal; specs 37, 39, 40, 41, 42, use Stens 495-071 oil seal
NOTE H:  For spec variations 37, 42, 50, 51, 69, 72, use Stens 495-048 oil seal; for variations 1, 6, 7, 11, 31, 39, use Stens 495-063 oil seal
NOTE I: For Walbro built carburetors, use Stens 520-350 carburetor repair kit




