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Suzhou LARSSON Elevator Co., Ltd. 

Website: http://www.ElevatorsChina.com 

Contact person:      Email:    Skype:  

Mobile: +86      Tel: +86 512 66181118       Fax: +86 512 69591223 

 

Quotation of Home Elevator 
 

Date:  

Seller: Suzhou LARSSON Elevator Co., Ltd 

Buyer:  

Project Name:  

 

1. Product & Price 

Product Name 
Floors/stops 

/doors 

Speed 

(m/s) 

Load 

(kg) 

Quantity 

(Unit) 
Price(USD) 

LSH320M/0.4-VVVF 2/2/2 0.4 320 1  

    

Total Amount                                                1  

Container No. 1*20GP 

Note: The quotation bases on equipment price terms, excluding installation and adjusting training charge. 

And if you need on-site installation guidance, the fee is as below,  

‐$1200/unit 

‐$180/person/day  

‐Flight, hotel, board fee, Visa application charge (according to the actual) 

2. Packing 

Export packing gluing wooden box 

3. Payment terms 

By 30% T/T in advance & 70% T/T 10 days before shipment at sight to the account 

4. Delivery time 

45 days since the receipt date of T/T prepayment & confirmation of layout drawing and technical details. 

5. Warranty 

12 months since its delivery (Except force majeure, i.e. natural disaster, war, manual damage) 

6. Valid period 

60 days 

7. Documents with shipment 

Installation guide, electric planning, operation manual, packing list, etc. (all in English) 

http://www.elevatorschina.com/
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Specification 
 

1. Parameters & planning 

Main Parameters 

1.  Brand 
 

2.  Elevator Type Home Elevator(Lift) 

3.  Machine Type PM Gearless Traction 

4.  Machine Room No (Machine-Roomless) 

5.  Rated Load (kg) 320kg 

6.  Persons 4 

7.  Speed (m/s) 0.4m/s 

8.  Drive System VVVF 

9.  Control Simplex collective selective 

10.  Stops/Floors/Doors 2Floors / 2Stops / 2Doors 

11.  Floor Mark 1,2 

12.  Main Floor 1 

13.  Car Entrances Single 

14.  Travel Height ≤ 18m 

15.  Door Operator no 

16.  Door Safety no 

17.  Door-Opening Type Manual Opening (Right Open) 

18.  Power Supply 220V / AC, 1Phase, 50Hz 

19.  Standard GB7588-2003, equivalent to EN81 

Shaft & Construction 

1.  Shaft Structure Concrete or Steel 

2.  Shaft Net Size W1400mm*D1450mm 

3.  Shaft Total Height To be confirmed 

4.  Height of Each Floor To be confirmed 

5.  Pit Depth  ≥ 300mm 

6.  Overhead Height  ≥ 2800mm 
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Car Design & Material 

1.  Car Net Size (mm) W1100mm*D950mm*H2100mm 

2.  Car Door size  W800mm*H2000mm 

3.  Car Ceiling Hairline stainless steel 

4.  Car Wall Hairline stainless steel 

5.  Car Door No car door 

6.  Car Floor Marble-like PVC 

7.  Handrail Hairline stainless steel (round type) 

8.  Mirror  no 

9.  Lighting  Fluorescent 

Landing Door Design & Material 

1.  Landing Door Extruded Aluminum + Glass 

2.  Door Jamb Type Standard 

3.  Door Jamb Extruded Aluminum 

4.  Door Sill No sill 

COP/LOP 

1.  LOGO on COP 
 

2.  COP 

1) Open And Close Buzzer Automatic Door 

2) Lamp and Buzzer for Overload 

3) Digital Dot Matrix 

4) Direction indicator 

5) Position Indicator 

6) Hairline stainless steel 

3.  LOP                            

1) Digital Dot Matrix 

2) Direction indicator 

3) Position Indicator 

4) Hairline stainless steel 
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2. Main function 

Standard function 

Operation 

function 

Attendant/attendant-less Operation Button-controlled door movement 

Full load by-pass Inspection Operation 

3-way communication Outside lock system 

Service 

function 

Set direction automatically Open, close and lock door after landing 

Operate and stop automatically Response to any call automatically 

Record internal and external calls Memory display 

External call canceling after landing Arriving gong 

Alarm button available in the car Illumination of car 

Safety 

function 

Loop protection of operation Loop protection of door lock 

Time limit for door movement Locked rotor protection for motor 

Over-current & over-heating protection Monitor the movement of main contactor 

Decline protection during a power-cut Over-speed protection 

Dislocation protection for terminal stop Safe voltage protection for controller 

Infra-red light curtain Emergency lighting and stop button 

Optional extra device & function 

 

Auxiliary operation panel IC card or Biometric access system 

Duplex / group collective selective control ARD (automatic rescue device) 

Fireman’s Switch Fire alarm system 

Landing announcement in English Fire evacuation mode 

Note: Optional extra devices and functions in black are not included in this quotation. 
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3. Reference Pictures 

 
  

Elevator Car Landing Door COP/LOP 

  
 

Ceiling Floor Handrail 

  

 

Gearless Traction Machine Controller Box  

 

Thanks for your inquiry! 

 LARSSON Elevator & Escalator / www.ElevatorsChina.com 
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