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Tire Chains (if applicable)

DRIVER'S VEHICLE INSPECTION REPORT &
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Oil Level

Radiator Level

Drive Line

Engine

Exhaust

Spare Fuses

Clearance Lights

Tires

Frame and Assembly

Front Axle

Fuel Tank(s)

Generator Transmission

Suspension System

Triangle Kit

Air Compressor

Air Lines

Battery

Belts & Hoses

Body

Clutch (if applicable)

Coupling Devices (if applicable)

CARGO TANK MOTOR VEHICLE DAILY TESTS & INSPECTIONS

Muffler

Mirrors

CAB & CHASSIS

Rear Differential

Brake Accessories

Fluid levels

Brakes, Parking

Brakes, Service

Marker Lights

Dash Lamps

Chock Blocks

Defroster/Heater

Starter

  Check defective item and give details under  "REMARKS"       Abbreviations:PRT = Pre-Trip    POT = Post-Trip    RR = Requires Repair

Steering

Reflectors

Fire Extinguisher (18 lb BC Dry Chemical)
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Remarks:

□  CONDITION OF THE VEHICLE IS SATISFACTORY
erutangiS revirD pirT-erPerutangiS revirD pirT-tsoP

□  Above defects corrected (if checked retain record for 3 months)

□  Above defects need not be corrected for safe operation
etaDsriapeR fo weiveR s'revirDetaDerutangiS s'cinahceM

CFR 177.840(m)  Check delivery hose assembly and piping CFR 177.840(o) Test conducted at leat 150 ft from cargo tank
components for defects and make certain they are of sound and within line of sight.  Test is completed within 18 hrs prior
quality.  Pressure must be no less than pressure in cargo tank. to first LP gas delivery.
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          CONDITION IS SATISFACTORY  CONDITION IS SATISFACTORY

Tail Lights

Windows

Turn Indicators

Horn

Stop Lights

Wheels & Rims

Windshield Wipers

Washer Fluid

Diesel Exhaust Fluid

Head Lights

Shut off all motive & aux pwr upon activation

Delivery Hose Assembly

Piping Components

Off Truck Remote Shut-Off ActivationCargo Tank Motor Vehicle Safety Check

Internal valve closes upon activation
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