Northwestern

POWERED INDUSTRIAL TRUCK

PRE-USE INSPECTION FORM

POWERED INDUSTRIAL TRUCK PRE-USE INSPECTION CHECKLIST

Operator Print Name and Sign

Powered Industrial Truck ID#

Unit Type [ JElectric [ ]Internal combustion Date Location of Use
[ ]Other
# Inspection Item and Description: P/F/NA
1 | Check braking and plugging distances while traveling slowly at first. If ok, then check at higher speeds.
Ensure acceleration is smooth, not jerky.
2 | Bent, dented, or broken parts.
3 | Fuel, oil, radiator, and hydraulics are in good condition.
4 | Drive wheels, steer wheels, load wheels, casters, etc. are in good condition.
5 | Chains, cables, and hoses are in place.
6 | Forks are secure, not bent, cracked, or badly worn.
7 | All guards in place and in good condition. Overhead and load backrest are in good condition.
8 | Operator harness or seat belt, fire extinguisher, name/data plata, warning labels, etc. are in good condition.
9 | All controls, steer tiller, pedals, etc. are in good condition. Seat locks in position.
10 | All indicator lights and alarms are working.
11 | Power disconnect cuts off all electrical power.
12 | Horn, audible signals, entry bar, flashing lights, indicator lights, etc. work properly.
13 | No binding in the steering.
14 | Battery cable and connector are in good condition. Cable routing (not outide of truck). Battery
retainer securely in place.
15 | Attachments function properly, no unusual noise, securely in place especially removable
attachments.
16 | Parking brake- seat, hand, or foot.
17 | Test all hydraulic functions for smooth and proper operation and no unusual noise.
18 | Travel limit, lift limit, tilt limit, safety reverse, etc. are in good condition.
19 | Battery discharge meter in full green or 75% charge after raising forks.
20 | Acquisition, tracking. Brakes set, alarm works, test by slowly driving off end aisle wire. (SP/Turret Option)
21 | Alarm beeps and truck slows down or stops as programmed at aisle end. (SP/Turret Option)
Safety Precautions (Have, Look For, or be Aware of) Check to Confirm

Personal Protection in use. (Seatbelt, safety glasses, hardhat, etc.)

Electrical power cables or panels, (minimum 10 feet away). If larger lines or wet conditions contact
EH&S or the Electrical shop for guidance. Insolated small lines in dry conditions 3 feet away.

Floor conditions: Drop offs, holes, uneven surfaces, and sloped floors.

Housekeeping: Debris, floor obstructions, cords, construction material and supplies.

Watch for vehicular and pedestrian traffic. Set up barricades if necessary.

Chemical lines, gas lines, drain lines, and utilities.

Overhead obstructions

Loads (do not exceed capacity)

Comments

IF THE POWERED INDUSTRIAL TRUCK FAILS ANY PART OF THIS INSPECTION, REMOVE THE KEY AND REPORT THE PROBLEM TO YOUR
SUPERVISOR. DO NOT ATTEMPT TO MAKE REPAIRS UNLESS YOU ARE A TRAINED AND AUTHORIZED SERVICE PERSON. ALL SERVICE
IS TO BE DOCUMENTED. IF ANYTHING HAS BEEN JERRY-RIGGED NOTIFY YOUR SUPERVISOR AT ONCE.
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