
Construction Safety Inspection Checklist
  

Project Name: _____________________________

Bldg/Flr/Location: _________
Project Manager: __________________________

        Inspected by:_________________________

        Date (week of): ________________________________

   PIM#:__________

   VP/Sr. Director: ___________________

    SOM or HC:______

        Inspection Type: ___________  ICRA:_____
   Contractor: ______________________     

Deficiency Deficient CommentsCategory

Access control M    T   W  Th   F
Construction site unlocked and unattended
IT or electrical closets unlocked
Other

Barriers M    T   W  Th   F
Entrance unzipped
Inadequate (e.g. unsealed, not fire-rated, uncovered vents)
Other

Ceiling tiles M    T   W  Th   F
Damaged or missing
Other

Compressed gas cylinders M    T   W  Th   F
Stored on site
Unsecured
Other

Doors M    T   W  Th   F
Don't self close, latch or lock
Excess clearance (>3/4" under or >1/8" above/sides)
Propped open
Other

Egress M    T   W  Th   F
Inadequate (<3' within; <4' outside)
Obstructed
Other (e.g. egress doors locked during work)

Electrical hazards M    T   W  Th   F
Damaged electrical cords
Electrical cords on the ground
Electrical panels open
Exposed wiring
GFCI protection missing
Work on live electrical
Other

Exit signs M    T   W  Th   F
Inadequate

Fall protection M    T   W  Th   F
Improper use of ladders
Inadequate

Fire detection/notification/suppression M    T   W  Th   F
Pull stations/speakers/strobes obstructed
Sprinkler system impaired
Other

Fire extinguisher M    T   W  Th   F
Missing annual inspection
Missing monthly inspection
Not hung or hung at wrong height (<36" or >60")
Wrong size/type
Other (e.g. discharged, inadequate as per ILS permit)

Flammables/Chemicals M    T   W  Th   F
Improper/excess storage
Products with VOCs, odor, or >1 NFPA rating
Other (e.g. cabinet required)
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Inspection Completed M    T   W  Th   F



Deficiency Deficient CommentsCategory

HEPA filter M    T   W  Th   F
Hose ripped
Not in use
Overloaded
Other (e.g. exhaust point not sealed)

Hot Work M    T   W  Th   F
Combustibles in vicinity
Fire guard not present
Smoke eater not used

Housekeeping M    T   W  Th   F
Clutter
Improper food/drink storage/waste disposal
Inadequate dust control
Slip, trip, fall hazards
Other (e.g. dusty clothing outside site)

ID badges M    T   W  Th   F
Missing/not worn

Lighting M    T   W  Th   F
Inadequate
Missing or improperly assemled protective covers
Other

MSDS/SDS M    T   W  Th   F
Inadequate staff knowledge 
Missing MSDS/SDS or binder 
Other

Negative pressure M    T   W  Th   F
Inadequate

Penetrations M    T   W  Th   F
Created or existing

PPE M    T   W  Th   F
Missing hard hats 
Missing other PPE

Signs/permits M    T   W  Th   F
Missing Hot Work permit
Missing ICRA permit
Missing ILS permit
Missing Penetrations permit
Missing Pre-Construction Validation permit
Missing Warning Construction Site sign
Other (e.g. missing ILS plan)

Smoking M    T   W  Th   F
Evidence of smoking

Sticky mats M    T   W  Th   F
Missing
Saturated

Storage/Supplies M    T   W  Th   F
Construction materials in unauthorized location
Construction materials stockpiled
Materials not fire-rated/non-combustible
Non-construction materials unprotected in const. site
Other

Waste M    T   W  Th   F
Excess storage
Not covered/moistened/wiped during transport
Hazardous waste not properly managed
Universal waste not properly managed
Other

Other M    T   W  Th   F
Food prep equipment in construction site
Other
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