
REQUEST FOR QUOTATION 
 

 
May 25, 2015 

MASTER RECREATION PLAN – SOUTH WINDERMERE DRIVE PATHWAY CONSTRUCTION 

PROJECT SCOPE DESCRIPTION 

PROJECT DELIVERABLES 

EROSION SEDIMENT CONTROL (ESC) 

THIRD PARTY CONSTRUCTION CONDITIONS (IF APPLICABLE) 

To construct a level asphalt pathway which ties-in with the natural landscape south of Windermere Drive 
within the AltaLink / Melcor Corridor to Chestermere Blvd.  Project to include pathway connections to the 
existing Oakmere Way and Chestermere Blvd cross paths. (Photos, Location Map, and Regional Pathway 
Section Detail attached)  Project completion shall be on or before July 31, 2015. 

ITEM DESCRIPTION 

1 Pathway  

Excavation, preparation and construction of sub-grade and installation of 
asphalt surface for a field-fitted pathway of approximately 550 m in length and 
3.0 m wide.   Pathway to follow, where, possible, an existing natural path that 
has been formed from pedestrian use and connect to existing asphalt 
pathways at Oakmere Way and Chestermere Blvd. 

2 
Protection of Trees 
& Plantings  

Where required, installation of protective barrier around existing native 
vegetation (ensure no piling of debris or driving equipment in the protective 
areas). 

3 Stormwater 
Pathway construction shall maintain all existing overland drainage patterns and 
ensure no trapped low areas located on the pathway surface (100% 
contractor’s responsibility). 

4 Landscaping 
All disturbed areas to be dressed with loam and seeded/hydro-mulched (Urban 
‘D’ or ‘F’ Mix) 

If Erosion Sediment Control (ESC) measures are required, measures shall comply with the City of 
Chestermere Engineering Standards.  All ESC measures must be installed according to manufacturer’s 
specifications and/or shown on an approved ESC plan.  All ESC measures installed must be maintained 
throughout the project and removed prior to the last inspection/substantial completion. 

ITEM DESCRIPTION 

AltaLink 

When constructing with the AltaLink corridor, all construction terms and conditions 
(standard and specific) shall comply with the AltaLink crossing agreement with the City (a 
copy of the crossing agreement is attached).  Note:  A 5.0 m air gap must be maintained at 
all times around persons and workers (i.e. from overhead wires and structures); no parking 
under lines; no dump trucks to raise their beds under the lines, and no waste materials to 
be left on-site.  The area is to be left in its original condition following construction. 
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GENERAL CONSTRUCTION CONDITIONS 

GENERAL INFORMATION: 

QUALIFICATIONS AND CONTRACTOR SAFETY RESPONSIBILITIES 

 

 

 

All components of the project shall comply with the City of Chestermere Landscape Standards and 
Specifications, including by not limited to: 

1) City’s Project Coordinator shall be given a minimum of 24 hours to review pathway layout prior to 
construction. 

2) All weeds and unusable waste materials to be removed offsite.  Clean loam may be stockpiled on site 
for re-use to backfill the sides of pathway. 

3) Pricing to include all utility locates and any hydrovac work necessary. 

4) No extra payment will be made for pumping or removal of surface water that may be necessary to allow 
construction. 

5) The contractor is responsible for obtaining and using a hydrant meter from the Chestermere Utility 
Incorporated (CUI) for use of City water as required during construction. 

6) Pricing to include all temporary traffic/detour/signage requirements to accommodate loading and off-
loading of equipment and materials on a public road. 

All current editions of the City of Chestermere’s Standards and Specifications documents may be viewed or 
downloaded from our office website www.chestermere.ca .  

Chestermere Utilities Inc. (CUI) located at 403, 320 West Creek Drive, Chestermere Tel: 403.207.7100 

Attached is the Prime Contractor Directive and Contractor Safety Responsibilities documents listing the 
City’s current requirements to bid and qualifications for Prime Contractor Status.  Other details of note 
include but are not limited to: 

1) Must have or be willing to obtain a City of Chestermere business license. 

2) Must be willing to accept Prime Contractor status. 

3) Must have Certificate of Recognition (COR). 

4) Contractor required to provide proof of General Liability Insurance ($5 million), Worker’s Compensation 
Insurance and an effective Health, Safety & Environment program before starting work. 

5) Must provide a guarantee that all quoted prices will be honoured for a specified period from the 
submission date, a minimum of 60 days. 

6) To set up a time to attend the site, contact Catherine Boddington (contact information on page 3). 

NOTE: For first time contractors applying to work for the City of Chestermere, you must provide 
three (3) references of comparable projects status.  The City will not complete any agreement 
without adequate reference checks. 
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MEASURABLE PROJECT OUTCOMES AND ACCEPTANCE CRITERIA (FINAL CRITERIA TO BE DISCUSSED WITH 

CONTRACTOR PRIOR TO START OF CONSTRUCTION) 

SUBMISSION INFORMATION 

 

 

 

 

Acceptance Criteria includes, but not limited to: 

1) Installed pathway is an even surface and provides a safe passage for users (i.e. no tripping hazards). 

2) Installed pathway meets with the City of Chestermere standards. 

3) All disturbed areas have been backfilled and dressed with loam, seeded, and grass established. 

4) Contractor has maintained all existing overland drainage patterns and ensured no trapped low areas on 
pathway surface. 

5) Contractor has disposed of all unusable material offsite. 

6) All ESC measures installed have been removed. 

If your firm is interested in and is able to complete this project on behalf of the City of Chestermere, a 
proposal must be either submitted on paper [two (2) copies] or sent electronically as a PDF to: 

Catherine Boddington, Project Coordinator 
Project Management Office 

City of Chestermere 
105 Marina Road, Chestermere, AB  T1X 1V7 

T . 403.207.8147     E . cboddington@chestermere.ca 

Closing date for submissions: 

Friday, June 5, 2015 

No later than 4:00 PM (local time) 

The project is expected to be awarded to the successful proponent no later than June 12, 2015. 

This RFQ does not commit the City to award a contract. The City reserves the right, in its sole discretion, to 
accept or reject any proposals when it is in the public interest to do so; to waive minor informalities of 
proposals; or to cancel, revise or extend solicitation. The City realizes that conditions other than a price are 
important and will award the project based on the proposal that best meets the needs of the City. 
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SHEET TITLE:

Regional Pathway
- Typical Cross Sections -

LANDSCAPE STANDARDS & 
SPECIFICATIONS

SHEET NO: TOC-LS 46

DRAWN BY: CB

SCALE: N.T.S.

LEGEND & REFERENCES:

Source:  City of Calgary Standard 
Specifications for Landscape 

Construction, 2013.

Units are in metres unless otherwise 
noted.

DATE: 2013Aug

1. 
City of Calgary Road 
Construction Standard 
Specifications.

2. Where Regional Pathway 
replaces a town sidewalk or is 
installed in a road right-of-way 
the desirable clearance zones 
will not apply.

3.  Safety railing, if required, may be 
installed within the desirable 
clearance zones.

Asphalt Type “B” Mix. Refer to 

PR.0020.11

December, 2014

TOWN OF CHESTERMERE

  Development & Infrastructure  
Services

  Parks Department

2.0%

150 mm (Typ)2.5 m minimum, 3.0 m provided where possible

Install Root Barrier (Polyspun 
300 or approved equivalent) on 
recompacted exposed soil. (See 
Root Barriers in Pathways, Trails 
& Paving Stones section of 
Specifications)

Existing Grade

Add 100 mm of 25 mm 
crushed gravel, 
compacted to 98%

Pave with 75 mm of City 
Mix “B-50”Asphaltic 
Concrete. Roll/tamp 
asphalt edges min. density 
96%

Existing Grade

Remove Organic Soils, 
recompact exposed soil to 
98% min. (If necessary, add 
granular fill to bring base to 
appropriate grade, compacted 
to 98% min.)

Remove Organic Soils, 
recompact exposed soil to 98% 
min. (If necessary, add granular 
fill to bring base to appropriate 
grade, compacted to 98% min.)

Install Root Barrier (Polyspun 300 
or approved equivalent) on 
recompacted exposed soil. (See 
Root Barriers in Pathways, Trails 
& Paving Stones section of 
Specifications)

Add 100 mm of 25 mm 
crushed gravel, 

compacted to 98%

2.0% 2.0%

SIDE SLOPES

LEVEL GROUND

Existing Grade Existing Grade

150 mm (Typ)1.0 mm min. 

Max 3:1

Backfill with loam 
and seed (Typ)

Backfill with loam 
and seed (Typ)

Install 75 mm wide
Yellow Centre Line

Desirable 
Clearance Zone 
Max. Slope of 

2.5%

Desirable 
Clearance Zone

2.5 m minimum, 3.0 m provided where possible

Desirable 
Clearance Zone 
Max. Slope of 

Install 75 mm wide
Yellow Centre LineDesirable 

Clearance Zone 
Max. Slope of 

Pave with 75 mm of City 
Mix “B-50”Asphaltic 
Concrete. Roll/tamp 
asphalt edges min. 
density 96%



SHEET TITLE:

Root Barriers

LANDSCAPE STANDARDS & 
SPECIFICATIONS

SHEET NO: TOC-LS 47

DRAWN BY: CB

SCALE: N.T.S.

LEGEND & REFERENCES:

Source:  City of Calgary Standard 
Specifications for Landscape 

Construction, 2013.

Units are in metres unless otherwise 
noted.

DATE: 2013Sept

1. Within street right-of-way, 
compaction of 100 mm of 25 mm 
crushed gravel shall be 100% in 
accordance with Section 
305.02.01 of the City of Calgary 
Roads Construction Sandard 
Specifications.

PR.0020.11

December, 2014

TOWN OF CHESTERMERE

  Development & Infrastructure  
Services

  Parks Department

40 mil. HDPE 
Vertical Root 
Barrier

2.0% 2.0%

Existing Grade

Typical Pathway

Horizontal Root 
Barrier

25 mm crush gravel

5
0
0
 m

m



SHEET TITLE:

Root Barriers
- Location -

LANDSCAPE STANDARDS & 
SPECIFICATIONS

SHEET NO: TOC-LS 48

DRAWN BY: CB

SCALE: N.T.S.

LEGEND & REFERENCES:

Source:  City of Calgary Standard 
Specifications for Landscape 

Construction, 2013.

DATE: 2013Sept

PR.0020.11

December, 2014

TOWN OF CHESTERMERE

  Development & Infrastructure  
Services

  Parks Department

Drip Line

Vertical Root Barrier 
required on side of path 
where trees exist. 
Horizontal Root Barrier 
required for entire span.

Pathway
Root Barriers 
not required

Vertical Root Barrier 
required on side of path 

where trees exist. 
Horizontal Root Barrier 

required for entire span.

Drip Line

Pathway

Drip Line

Drip Line

Root Barriers 
not required

Root Barriers 
not required
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Prime Contractor Directive 

Purpose: 
The Occupational Health & Safety Act requires the Town of Chestermere to designate a Prime Contractor 
when there is more than one employer or contractor working on a municipality owned worksite.  If the 
owner of the worksite does not designate a prime contractor, then the owner assumes the safety 
responsibilities for the worksite.  The prime contractor must ensure all the work performed at the 
worksite is in conjunction with all applicable federal, provincial, and municipal legislation. 
 
Directive: 
A Town of Chestermere Department Head may select and designate a Prime Contractor for any project 
where there is more than one employer working at the same time during the course of the project at 
one work site. 
 
The contractor may be asked to submit a contractor pre‐qualification form in order to be accepted to 
work on the prime contractors work site. 
 
In order to be considered as Prime Contractor, the company being contracted must meet certain 
qualifications under provincial OHS legislation.   
The qualifications necessary for designation of Prime Contractor status are: 
 

 Leadership for Safety Excellence  
 Prime Contractor Training Course  
 Construction Safety Training System  
 Certificate of Recognition (COR) 

 
In order to be considered as Prime Contractor, the safety program of the company being contracted 
must meet or exceed the expectations of the Town of Chestermere’s safety program. 
   
Site inspections must be performed on all work sites of both the Prime Contractor and the Contractor by 
the Department Head or Department Supervisor. 
 
Violations of any federal, provincial, or municipal legislation or Town of Chestermere policies or 
directives may result in dismissal from the work site. 
 
Responsibilities: 
 

1. The Town of Chestermere will fulfill the responsibilities outlined in the above directive. 
2. The prime contractor will fulfill the responsibilities outlined in the above directive. 

 
 
 

 
 

 
 

                     



April 16, 2015 

                                       Contractor Safety Responsibilities 

General Terms & Conditions: 
 
The Town of Chestermere is responsible for the health and safety of contractors performing work on 
Town owned or controlled work sites. Contractor violations of safety requirements may result in stop 
work, removal of employees, equipment or materials, and may be cause for termination of the contract 
agreement. 
 

1. Contractors will be required to provide proof of required General Liability insurance, Worker’s 
Compensation insurance, and an effective Health, Safety & Environment program before 
starting work.  
 

2. Contractors must conduct and document a hazard assessment of the worksite and planned 
work, notify Town management of any uncommon hazards that would be introduced into the 
workplace. 

 
3. Contractors must ensure that the condition and operation of all tools, equipment and vehicles, 

that are brought onto the Town of Chestermere’s work site meet safety regulations, 
manufacturer requirements, industry standards and Town of Chestermere’s safety program 
requirements. 
 

4. The use of Town tools, equipment and vehicles requires written authorization from the 
Department Director. 
 

5. Before starting work, contractor employees will be required to provide proof of training or 
attend required orientation and training. 
 

6. Before starting work contractor employees must be trained, equipped and prepared for any 
emergency on site as described by the safety program or appropriate orientation. 
 

7. While performing work, contractors must comply with all the rules and requirements of the 
Town of Chestermere’s Safety & Environment program, OHS Alberta regulations and industry 
standard practices. 
 

8. Contractors must immediately report identified hazards, near misses, incidents, injuries or 
illnesses to their site contact. 
 

9. Contractors must conduct scheduled inspections of the work area and workers. 
 

10. Contractors are responsible for the control of hazardous substances, emissions, cleanup of spills 
and accumulation of waste created on the worksite. 
 

Company Designate _________________________            Date _____________________________ 
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